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Date :09-15-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 700 Drilling Equipment : Geoprobe 7822 DT
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Project No. 10579 Total Boring Depth 116 Field Logs By : E. Whitmore
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1 Concrete
1_: Conc.
2] Sandy silty clay (CL), brown, firm, HC odor CL 0700-03-SO-4
1 Sandly silty clay (CL), dark brown, firm, HC Note: sample collected from ~18 inches
. odor’ minor Very dark grey Sta”'“ng to 4 ft due to the 18 inches of concrete.
3
47 cL
5
6 03.1
7 Sandy silty clay (CL), brown, firm, HC odor
7]
] CL
8]
9]
- Silty sand to sandy silt (SM/ML), fine grained,
E dense, grey, dry, HC odor SM/ML P84.4 0700-03-S0-10
10—




07-01-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tank_700\0700-03.bor

North Wind

Soil Boring Log: 0700-03

(Page 2 of 2)

Date :09-15-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 700 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698138.895 E 756457.752 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
[a) =) O] o
10—
] SM/ML
-] Sand (SW), fine to coarse, loose, grey brown,
- dry, strong HC odor, ~20-30% gravel
11
12 27.3
 wet water level at 12.05 ft
13
h SW
- decreased gravel (~15%), strong HC odor
14
15
. 3225
16
1 Total Depth 16 ft
17
18
19
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